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                                                                                              Internationally Patented 

                                                                               Advanced Dry Mudset for Concrete Overlays 

 

 

 

Technical Data Sheet 
Revised June 2025 

To ensure use of the most up to date Technical Data Sheet, please visit dribondsolutions.com 
 

PRODUCT DESCRIPTION 
DRiBOND is an internationally patented polymer-modified bonding agent specifically developed to facilitate hardscape 
product overlays on stable concrete surfaces.  DRiBOND is an excellent substitute for wet mortar bed overlay applications 
saving time and effort as compared to traditional wet bed systems.  DRiBOND’S polymer modified, sand, and Portland cement 
blend incorporates nonpermeable superior strength, dry set technology and is ready-to-use and easy to install. It saves 
substantial time and effort as compared to traditional wet bed systems. DRiBOND requires no mixing and installs dry, directly 
on top of existing stable concrete to bond paving units to the surface. It is ideal for use with pavers, stone or porcelain 
overlays.  Millions of square feet of hardscape materials have been installed over driveways, pool decks, patios, lanais, 
walkways and commercial applications using DRiBOND dry set technology.   

 

PRODUCT SPECIFICATIONS 

ASTM C579, Compressive Strength: 6,850 psi  Recommended Depth: 3/8 inch 
ASTM C666, Freeze-Thaw Ratio: 94%   Maximum Depth Variance: 5/8 inch 

ASTM C308, Final Set Time: 5 hours, 40 minutes  Bonding Agent Is Water Activated 

 
HAZARDOUS MATERIAL NOTICE 
DRiBOND is a cementitious product containing silica and Portland cement.  Appropriate protective measures should be 
undertaken when handling the product.  OSHA safety guidelines, including OSHA FS 3681, should be followed when working 
with DRiBOND.  PLEASE CONSULT THE DRiBOND WEBSITE SAFETY DATA SHEET AND EDUCATION CENTER FOR ADDITIONAL 
INFORMATION. Additional precautionary information, and emergency and first aid measures guidance can be found on the 
DRiBOND Safety Data Sheet and later in this Technical Data Sheet.  

 

INSTALLATION GUIDANCE 

Installation guidance materials in written, video and photo formats are available at the DRiBOND Education Center which can 
be accessed by visiting the DRiBOND Concrete Overlay Solutions, LLC website at www.dribondsolutions.com.  It is important 
that these installation guidance materials are reviewed and understood before commencement of any DRiBOND overlay 
installation.  It is the responsibility of the user to determine the suitability and compatibility of this product for the intended 
use before installing it.   

 

CLEAN UP 

Prior to applying water to activate the bonding agent, carefully remove any excess dry DRiBOND off the hardscape surface 
with a broom or leaf blower. Remove any wet DRiBOND from surfaces with damp rag or wet brush before it dries.  Clean tools 
with water and brush.  

http://www.dribondsolutions.com/
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CURING  

Surfaces with foot traffic can be used after 24 hours.  Driveways can be used after 48 hours. Full cure is 28 days.  

 

COMPRESSIVE STRENGTH 

6850 PSI when fully cured. 

 

PACKAGING  

DRiBOND is packaged in a 50 lb. bag, 60 bags per pallet.  

 

SHELF LIFE  

DRiBOND has a shelf life of up to 18 months, dependent on humidity within the storage area.  DRiBOND is water activated 
and must be protected against moisture until it is applied over concrete.  

 

RECOMMENDED STORAGE 

Store indoors in a dry place. Keep bag sealed and in good condition.  

 

DISPOSAL 

Dispose of in accordance with all applicable laws and regulations.  

 

PRECAUTIONARY INFORMATION 

KEEP OUT OF REACH OF CHILDREN.  Do not handle until all safety precautions have been read and understood.  Wear 
impervious gloves, such as nitrile. Wear eye protection and protective clothing. Do not eat, drink or smoke when using this 
product. Wash thoroughly after handling DRiBOND. Use it only in a well-ventilated area. Do not breathe dust.  

 

EMERGENCY & FIRST AID MEASURES  

Contains Silica Sand, Portland cement, and may contain fly ash. 

Immediately seek medical advice or attention if symptoms are significant or persist. 

IF SWALLOWED: Rinse mouth. Do NOT induce vomiting.  

IF INHALED: Remove person to fresh air and keep comfortable for breathing.  

IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing.  

IF ON SKIN (OR HAIR): Remove immediately all contaminated clothing and wash before re-use. Rinse skin or hair with water. 
If significant skin irritation or rash occurs: Get medical advice or attention.  

 

ADDITIONAL PRECAUTIONARY INFORMATION  

The Portland cement in this product can cause serious, potentially irreversible damage to skin, eye, respiratory and digestive 
tracts due to caustic burns. Burns from Portland cement may not cause immediate pain or discomfort. You cannot rely on 
pain to alert you to cement burns. Therefore, precautions must be taken to prevent all contact with Portland cement. Cement 
burns can become worse even after contact has ended. If there is contact with this product, immediately remove all product 
from body and thoroughly rinse with water. If you experience or suspect a cement burn or inflammation you should 
immediately see a health care professional. Skin burns and irritation may be caused by even brief exposure. Interaction of 
Portland cement with water or sweat releases a caustic solution which produces burns or irritation. Any extended exposure 
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should be treated as though a burn has occurred until determined otherwise. Skin contact with Portland cement can also 
cause an inflammation of the skin called dermatitis. Signs and symptoms can include itching, redness, swelling, blisters, 
scaling, and other changes in the normal condition of the skin. Signs and symptoms of burns include the above and whitening, 
yellowing, blackening, peeling or cracking of skin. The Portland cement in this product may cause allergic contact dermatitis 
in sensitized individuals. This overreaction of the immune system can lead to severe inflammation. Sensitization may result 
from a single exposure to the low levels of Cr(VI) in Portland cement or repeated exposures over months or years. 
Sensitization is long lasting and, after sensitization, even very small quantities can trigger dermatitis. Sensitization is 
uncommon. Individuals who experience skin problems, including seemingly minor ones, are advised to seek medical 
attention. Respirable Crystalline Silica (RCS) may cause cancer. Sand and gravel contain varying quantities of quartz 
(Crystalline Silica). Sand and gravel may be subjected to various natural or mechanical forces that produce small particles 
(dust) which may contain Respirable Crystalline Silica (particles less than 10 micrometers in aerodynamic diameter). Repeated 
inhalation of Respirable Crystalline Silica (quartz) may cause lung cancer according to IARC and NTP; ACGIH states that it is a 
suspected cause of cancer. PLEASE CONSULT THE DRiBOND WEBSITE SAFETY DATA SHEET AND EDUCATION CENTER FOR 
ADDITIONAL INFORMATION.  

 

WARRANTY  

DRiBOND Concrete Overlay Solutions, LLC offers a Limited 10-Year Warranty which can be found on the company’s website 
www.dribondsolutions.com.   DRiBOND CONCRETE OVERLAY SOLUTIONS, LLC HEREBY DISCLAIMS ALL OTHER WARRANTIES 
OF ANY KIND OR NATURE, WHETHER EXPRESS, IMPLIED, OR STATUTORY, INCLUDING WITHOUT LIMITATION THE IMPLIED 
WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, OR ANY OTHER WARRANTY OTHER THAN THE 
WARRANTY LANGUAGE AS SET FORTH at the www.dribondsolutions.com.  The user is solely responsible for determining 
suitability of the products for their particular use. While the actual application of this product is out of the control of DRiBOND 
Concrete Overlay Solutions, LLC, it is recommended that installation guidelines be followed completely and accurately. 
DRiBOND Concrete Overlay Solutions, LLC liability for any damage shall not exceed the purchase price of the product used, 
and it shall have no liability for consequential, incidental or punitive damages.  The Limited 10-Year Warranty is available and 
should be reviewed at www.dribondsolutions.com.   

 

 

DRiBOND Concrete Overlay Solutions, LLC 

Contact us at:  www.info@dribond.net  

Mailing: P.O. Box 2340, Brighton, MI 48116 

Call 888-717-4010 or Rick Long at 616-813-7533 

DRiBONDsolutions.com 

http://www.dribondsolutions.com/
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